
AI MASTER

Thank you for choosing Exonic UK.
This quick guide will explain how to use AI MASTER to automatically master your music.
Please read through it before using AI MASTER for the 1st time.

AI MASTER is a fully automated mastering solution that requires minimal input and no previous 
knowledge in audio mastering to achieve fully professional results.

After installation, AI MASTER will appear as either a VST plugin (in Windows), or an AU plugin 
(on Mac).
Simply load the plugin in your DAW of choice and let it listen to your song.

AI MASTER loads in 'ANALYSE' mode, in this mode it is actively listening to any audio routed to 
it and preparing to adjust multiple parameters it deems necessary produce a fully mastered track 
from the audio.

Once AI MASTER has listened to your song from start to finish, you can switch it into 'MASTER' 
mode.

Your track is now mastered!



Notes:

1. The settings that AI MASTER have chosen to master your track will be automatically saved 
along with your host project.

2. You can switch AI MASTER off and on freely to hear the changes that it made to the audio, 
the mastering parameters will not be affected by this.

3. AI MASTER fully supports offline processing.
This means that it is possible to 'ANALAYSE' a track during render/export/freeze, then 
switch to 'MASTER' mode.

3. Do not use the internal 'ANALYSE'/'MASTER' switch to audition these changes, once 
'ANALYSE' mode has been engaged, AI MASTER resets itself and will need to listen to the 
whole song again!

4. AI MASTER prefers to work alone.
If you do however wish to use it along with other processing when mastering, please use 
such processors prior to analysing and mastering with AI MASTER.

5. Please do not feed AI MASTER with audio that has already been “level maximised”.
That includes limiters, clippers and/or any loudness maximising plugins.

6. It is possible to master a short loop rather than an entire track.
In such usage, please allow AI MASTER to listen to your loop at least 5 times while 
remaining in 'ANALYSE' mode before switching to 'MASTER' mode.

7. Do not switch from 'ANALYSE' to 'MASTER' mode before at least 30 seconds of audio has 
been analysed.

8. Like a human mastering engineer, AI MASTER prefers to receive audio at around -6dB.
However, it will produce good results with any peak level between -12dB and 0dB.

If you feed it with audio quieter than -12dB, mastering quality will not be optimal.

If you feed it with audio louder than 0dB, AI MASTER will get angry and turn red.
Don't make it angry.

9. When mastering multiple tracks (e.g. for an album), please use individual instances of AI 
MASTER for each track.

WARNING:

AI MASTER is very likely to increase the volume of incoming audio when in 'MASTER' mode.
Please lower your speakers'/headphones'/earphones' volume before switching it from 'ANALYSE' to
'MASTER'!


